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2-head Embroidery Machine

*&-head, 8-head, 12-head and
18-head embroidery sewing
machines are also available.

“Warious sizes of sewing area are
also available. Kindly specify
upon order confirmation,
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Multi-ingual colour LCD display.

Built-in 3.5-inch floppy disk and USB port.

Pattern memory capacity; 1,000,000 stitches, 99 patterns.

Display of memorised patterns.

Display of parameters and patterns during embroidery.

English letter styles for alphabet can be available o edit or combing.
Frame resloring after power off,

Automatic or manual thread trimming.

9. Embroidery pattern periphery.

10. Frame limit can be set by changing parameters.

11. Run speed or stop speed can be set.

12. Color change speed can be set.

13. Automatic diagnostic system for machine, rotary encoder, main shaft speed, eftc.
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Model Model Head Meedle Embroidery Area (mm)  Head Interval (mm)  Voltage
KWW-7901 KW-7901C 1 9 400 % 400 400 240

KW-71201 | KW-71201C 12 400 x400 | 400 240

KW-7902 | KW-7902C i 9 400 x 400 240

KW-71202 | KW-71202C | ' 12 400 x 400 240

KW-7904 | KW-7904C | |~ & 400 x 400 400 240
KW-71204 | 400 x 400 '







